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40/1500/F/001E

Design flexibility

Continuous line option

Robust construction
                         

Ease of installation

Rapid delivery from extensive stocks

Louvre application and 
technical support available 
on request

Birdmesh                 

Motorised dampers     

Angle frames              

Single leaf doors        

Support steelwork      

Blanking panels         

TM
NENDLE   Louvre systems can incorporate 
the following features:

OPTIONS

               
Insect mesh
  
Fire dampers
    
Storm cowls
      
Double leaf doors
  
Mitred corners
   
Access panels

Weather Louvres,
Nr. 425

Unspecified dimensions can be accomodated to suit customers requirements
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WEATHER LOUVRE SYSTEM
MODEL: Nr.425
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40/1550/F/001E

Design flexibility

Continuous line option

Robust construction
                         

Ease of installation

Rapid delivery from extensive stocks

Louvre application and 
technical support available 
on request

Birdmesh                 

Motorised dampers     

Angle frames              

Single leaf doors        

Support steelwork      

Blanking panels         

TM
NENDLE   Louvre systems can incorporate 
the following features:

OPTIONS

               
Insect mesh
  
Fire dampers
    
Storm cowls
      
Double leaf doors
  
Mitred corners
   
Access panels

Weather Louvres,
Nr. 426

Unspecified dimensions can be accomodated to suit customers requirements
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WEATHER LOUVRE SYSTEM
MODEL: Nr.426

426 Weather Louvre Pressure Loss
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ROOF LOUVRE SYSTEM 40/1600/F/001E
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AVAILABLE BLADE PROFILES

No. 426 Blade Profile

MODEL 425 REMOVABLE ROOF LOUVRE 
SYSTEM WITH RAIN TRAY. 22.5  ANGLE.
ANY ANGLE AND SHAPE AVAILABLE.

ROOF LOUVRE SYSTEM
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No. 425 Blade Profile
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WATER FLOW


